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www.pipingtech.com/fig128-129

HANGER RODFIG. 128 & 129

A D @ 650 °F @750 °F

1/4 2 1/2 240 215 17

3/8 2 1/2 730 572 38

1/2 2 1/2 1,350 1,057 67

5/8 2 1/2 2,160 1,692 104

3/4 3 3,230 2,530 150

7/8 3 1/2 4,480 3,508 204

1 4 5,900 4,620 267

1 1/8 4 1/2 6,230 5,560 338

1 1/4 5 9,500 7,440 417

1 1/2 6 13,800 10,807 600

1 3/4 7 18,600 14,566 818

2 8 24,600 19,265 1068

2 1/4 9 32,300 25,295 1352

2 1/2 10 39,800 31,169 1669
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APPROX. WEIGHT
(lb. per 100)

STANDARD ROD THD. 
LENGTH

ROD
SIZE

MAX. RECOM. LOAD (lb.)

MATERIAL: Carbon steel

FINISH: Black or hot dipped galvanized.

SIZE RANGE: FIG. 128 and 129 hanger rods are both ends 
and standard lengths of 8”, 10”, 12”, 14”, 18”, 
24”, 30”, 36”, 42”, 48”, 54”, 60”, 66” and 72”.  
Hanger rods are available in sizes other 
than standard lengths or standard thread 
lengths.

ORDERING: Specify figure number, rod size and length, 
thread length and diameter, description and 
finish.

FIG. 129 - HANGER ROD
ONE END R.H. AND OTHER END L.H.

FIG. 128 - HANGER ROD
BOTH ENDS R.H. THREAD




