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www.pipingtech.com/fig182

NON-METALLIC WEAR PADFIG. 182

MATERIAL: Vinyl Resins

FINISH: As is

SIZE RANGE: ½” thru 48”

SERVICE: Recommended to protect uninsulated 
pipe from the metal supporting 
structure.  Pad to be secured to pipe 
using epoxy adhesive.

MAX. TEMP.: 400 ˚F

ORDERING: Specify figure number, pipe size, 
description, length and angle.

1/2 1/4 12 90 7/16
3/4 1/4 12 90 9/16

1 1/4 12 90 5/8
1 1/4 1/4 12 90 7/8
1 1/2 1/4 12 90 1
2 1/4 12 90 1 3/16
2 1/2 1/4 12 90 1 7/16
3 1/4 12 90 1 13/16
3 1/2 1/4 12 90 1 3/4
4 1/4 12 90 2 1/4
5 1/4 12 90 2 13/16
6 1/4 12 60 3 5/16
8 1/4 12 60 4 5/16
10 1/4 12 60 5 3/8
12 1/4 12 30 6 3/8
14 1/4 12 30 7
16 1/4 12 30 8
18 1/4 12 30 9
20 1/4 12 30 10
24 3/8 12 30 12
26 - 48 3/8 12 30 1/2 of Pipe OD
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