FIG. 50
LIGHT TWO-BOLT PIPE CLAMP

SIZE RANGE: ½” thru 36”

MATERIAL: Carbon steel

FINISH: Black or galvanized; furnished black unless otherwise specified.

SERVICE: Recommended for suspension of cold pipe lines or hot lines where little or no insulation is required.

MAX. TEMP.: 750 °F

ORDERING: Specify figure number, pipe size, description and finish.

<table>
<thead>
<tr>
<th>PIPE SIZE</th>
<th>MAX. RECOM. LOAD (lb.)</th>
<th>STOCK SIZE</th>
<th>APPROX. WEIGHT (lb. per each)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>@650 °F</td>
<td>@750 °F</td>
<td>B</td>
</tr>
<tr>
<td>1/2</td>
<td>500</td>
<td>445</td>
<td>1</td>
</tr>
<tr>
<td>3/4</td>
<td>500</td>
<td>445</td>
<td>1</td>
</tr>
<tr>
<td>1</td>
<td>500</td>
<td>445</td>
<td>1</td>
</tr>
<tr>
<td>1 1/4</td>
<td>800</td>
<td>715</td>
<td>1</td>
</tr>
<tr>
<td>1 1/2</td>
<td>1,040</td>
<td>930</td>
<td>2</td>
</tr>
<tr>
<td>2 1/2</td>
<td>1,040</td>
<td>930</td>
<td>2</td>
</tr>
<tr>
<td>3</td>
<td>1,040</td>
<td>930</td>
<td>2</td>
</tr>
<tr>
<td>3 1/2</td>
<td>1,040</td>
<td>930</td>
<td>3</td>
</tr>
<tr>
<td>4</td>
<td>1,040</td>
<td>930</td>
<td>3</td>
</tr>
<tr>
<td>5</td>
<td>1,040</td>
<td>930</td>
<td>4</td>
</tr>
<tr>
<td>6</td>
<td>1,615</td>
<td>1,440</td>
<td>4</td>
</tr>
<tr>
<td>8</td>
<td>1,615</td>
<td>1,440</td>
<td>6</td>
</tr>
<tr>
<td>10</td>
<td>2,490</td>
<td>2,220</td>
<td>7</td>
</tr>
<tr>
<td>12</td>
<td>2,490</td>
<td>2,220</td>
<td>8</td>
</tr>
<tr>
<td>14</td>
<td>2,490</td>
<td>2,220</td>
<td>9</td>
</tr>
<tr>
<td>16</td>
<td>2,490</td>
<td>2,220</td>
<td>10</td>
</tr>
<tr>
<td>18</td>
<td>3,060</td>
<td>2,730</td>
<td>11</td>
</tr>
<tr>
<td>20</td>
<td>3,060</td>
<td>2,730</td>
<td>12</td>
</tr>
<tr>
<td>24</td>
<td>3,060</td>
<td>2,730</td>
<td>15</td>
</tr>
<tr>
<td>30</td>
<td>3,500</td>
<td>3,360</td>
<td>18</td>
</tr>
<tr>
<td>36</td>
<td>4,000</td>
<td>3,570</td>
<td>22</td>
</tr>
</tbody>
</table>